Latitude W 89 deg 02164 min, Longitude N' 39 deg 50.724 min, Map Datum WGS 84
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iion of Hishm
mmp?gzﬂty:ﬂmsmﬁm Date -———M——
Traf Signal Foundations: US 36 & Harristown
ROUTE FAP 323 (US 36)  DESCRIPTION Blvd. LOGGED BY E. Sandschafer
SECTION (58-62)TS LOCATION S 12,SEC.13, TWP.16 N,RNG.1 E,3 PM
COUNTY Macon DRILLING METHOD Hollow stem auger & split spoon HAMMER TYPE Auto 140#
STRUCT. NO. NA D1 B | U | M | guface Water Elev. NA Dl B} U M
Station 058-ts01 EL L 1 C O N syeam Bed Elev. NA Ef Ly C o
P 0 ] I P 0 S I
BORING NO. 1 T w S Groundwater Elev.: T w 8
Station 627+25 H1 8 1 Q| T H First Encounter 87 Hi 8 | QT
Offiset 55.50ft Lt Upon Completion 904 ft
Ground Surface Elev. 103.69 i | @[ @) | @D | %) || Afer _48  Hm. 922 f ® ) @) | &) | &
4” asphalt shoulder. 10339 Very stiff, damp, gray, CLAY 5 21 13
Very stiff, damp, gray, CLAY ] LOAM TILL. (continued) 1 6 B
LOAM. B
2 4
4 3.0 n 7 21 13
4 PP 10 B
e 5| 3 5 4
Medium to stiff, damp, gray, CLAY 3 10 12 6 19 13
LOAM w/some fine gravel. 1 s B .80 1 9 B
Extent of exploration.
9669 Benchmark: Temp local BM 400 = I
Very stiff, damp, dark gray, CLAY. i 15| 19850 elevtion. Provided by —
J— ) Program Development. N
5 B
o360 | 2 2
Medium, very damp, gray marbled 1 0.7 31
brown, SILTY CLAY. ) B -
9119 1 |
Soft, very damp, brown, SILTY 1 0.3 22
CLAY LOAM. 1 B
819 | ]
Very stiff, damp, gray, CLAY 5 1 5
LOAM TILL. 3 0.8 17
— B —]
— —
7|35 | B ]
1 B
| 2 )

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)

Latitude W 89 deg 02113 min, Longitude N 39 deg 50.729 min, Map Datum WGS 84
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Wi Depern o Tt Date 10907
Traf Signal Foundations: US 36 & Harristown
ROUTE FAP 323 (US 36)  DESCRIPTION Blvd. LOGGED BY E. Sandschafer
SECTION (58-62)TS LOCATION S 12,8EC.13, TWP.16 N,RNG.1 E,3 PM
COUNTY Macon DRILLING METHOD Hollow stem auger & split spoon HAMMER TYPE Auto 140#
STRUCT. NO. NA Di B U | M |l gface Water Elev. NA f DI B U M
Station 058101 EL L | C O |l Sream Bed Elev. NA El L C o
P 0 S I P 0 S 1
BORING NO. 2 T w 8 Groundwater Elev.: T w §
Station 629+80 H 8 Qu T First Encounter Dry ft H 8 Qu T
Offset 57.50ft Rt Upon Completion Dy ft
Ground Surface Elev. £ @) @) | G&D | B || Ater _48 Hrs 936 ft ® ] ®) | @ | &)
Very stiff, damp, brown, CLAY. Stiff, damp, gray, CLAY LOAM 5 12 14
— TILL. (continued) ot B
Extent of exploration.
— I
_ T 24 B | pychmark Temp local BM 400 =
9 B 103.50’ elevation. Provided by ]
Program Development.
_ 5 2 ]
3 17 15
95.25 3 B ]
Medium, damp, tan, SILTY LOAM. —
94.05 B ]
Stiff, damp, gray, CLAY LOAM 2
TILL. 3 35 ]
5 B
o 2 3
4 2.0 15
— ¢ B —
) —
§ |22 2 ]
7 B
15| 2 35|
3 11 14
— B .
— , -
4 |20 | 2 ]
7 B
| 2 "

The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

BBS, from 137 (Rev. 8-99)
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